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19, ENV. AlL_REV

PRIOR TO THE USE OF ANY PROPOSED BORROW AREA, USE AREAS (TEMPORARY ACCESS
ROADS, DETOURS, RUNAROUNDS, ETC.) AND/OR WASTE AREAS, THE CONTRACTOR SHALL
FILE THE REQUIRED ENVIRONMENTAL RESOURCE REQUEST SURVEYS ACCORDING TO SECTION
107.22 OF THE STANDARD SPECIFICATIONS. THESE SURVEYS ARE REQUIRED IN ORDER

FOR THE DEPARTMENT TO CONDUCT CULTURAL AND BIOLOGICAL RESOURCE SURVEYS

FOR THE PROPOSED SITE.

PRIOR TO ANY WASTE MATERIALS BEING REMOVED FROM CONSTRUCTION SITE THE
REQUIRED ENVIRONMENTAL RESQURCE SURVEYS WILL NEED TO BE OBTAINED AND FILED BY
THE CONTRACTOR. EXCESS WASTE PRODUCTS REMOVED FROM THE CONSTRUCTION SITE
SHALL BE DISPOSED OF AS REQUIRED IN SECTION 202.03 OF THE STANDARD
SPECIFICATIONS. .

ANY PROTRUDING METAL BARS SHALL BE REMOVED PRIOR TO THE DISPOSAL OF BROKEN
CONCRETE AT APPROVED DISPOSAL SITES.

THE REQUIRED ENVIRONMENTAL RESOURCE DOCUMENTATION SHALL INCLUDE THE
FOLLOWING:

- BDE FORM 2289 (ENVIRONMENTAL SURVEY REQUEST) )

~ A LOCATION MAP SHOWING THE SIZE LIMITS AND LOCATION OF THE USE AREA
- SIGNED PROPERTY OWNER AGREEMENT FORM - D4PI0100

- COLOR PHOTOGRAPHS DEPICTING THE USE AREA

- BORROW AREA ENTRY AGREEMENT FORM - D4PIOL01

PLEASE NOTE THAT A MINIMUM OF TWO WEEKS SHALL BE ALLOWED FOT THE DISTRICT TO
OBTAIN THE REQUIRED ENVIRONMENTAL CLEARANCES .

20, EXISTING DRAINAGE PIPES CONNECTED TO NEW STRUCTURES

IN ACCORDANCE WITH SECTION 602 OF THE STANDARS SPECIFICATIONS, THE CONNECTING
OF EXISTING DRAIN TILES, PIPE CULVERT, OR STORM SEWERS TO THE PROPOSED DRAINAGE
SYSTEM STRUCTURE WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE CONSIDERED AS
INCLUDED IN THE PAY ITEMS PROVIDED.

21. TAPER REMOVAL @ FRAME & GRATES ADJUSTED B HERS

AT LOCATIONS WHERE FRAMES AND GRATES HAVE PREVIOUSLY BEEN ADJUSTED BY
OTHERS AND THEY ARE SURROUNDED BY HOT-MIX ASPHALT TAPERS, THE CONTRACTOR
FOR THIS CONTRACT SHALL REMOVE AND DISPOSE OF THE HOT-MIX ASPHALT TAPER
MATERIAL PRIOR TO THE PLACEMENT OF THE HOT-MIX ASPHALT SURFACE COURSE
THIS WORK WILL NOT BE PAID FOR SEPARATELY, BUT WILL BE CONSIDERED AS
INCLUDED IN THE COST OF THE HOT-MIX ASPHALT SURFACE COURSE PAY ITEM.

22. EN RS FIEI FEIC

ADD THE FOLLOWING SENTENCE TO THE END OF PARAGRAPH 670.02 () AND 670.04 (e)
ALL OF THE TELEPHONE LINES PROVIDED SHALL HAVE UNPUBLISHED NUMBERS.

23, SIGNING.

SIGN LOCATIONS MAY VARY FROM THE STATIONS SHOWN ON THE PLANS IN ACCORDANCE
WITH DIRECTIONS FROM THE ENGINEER AT THE TIME OF CONSTRUCTION. SIGN LOCATIONS
MAY BE ADJUSTED IN THE FIELD TO AVOID ANY FOUND UTILITIES.

ALL WOOD POST LOCATIONS SHALL BE VERIFIED WITH THE BUREAU OF OPERATIONS, TRAFFIC
SECTION, BEFORE INSTALLATION.

24, AGGREGATE FOR TEMPORARY ACCESS

REUSE OF AGGREGATE FOR TEMPORARY ACCESS WILL NOT BE PAID SEPARATELY,
BUT SHALL BE INCLUDED IN THE COST OF THE PAY ITEM.

24. SOIL REPORT AVAILABILITY

ALL SOILS DATA COLLECTED AND PROCESSED FOR THE SOILS REPORT MADE IN CONJUCTION WITH THE
DESIGN OF THIS IMPROVEMENT IS ON FILE AT THE DISTRICT OFFICE WHERE IT IS AVAILABLE FOR INSPECTION
BY CONTRACTORS OR PROSPECTIVE BIDDERS. BY SUBMITTING A BID, THE CONTRACTOR ACKNOWLEDGES

THAT THE SOIL REPORT HAS BEEN MADE AVAILABLE AND IS AWARE OF THE REPORT CONTENTS AND
APPENDICES.

25. UTILITIES~LOCATIONS/INFORMATION PLANS

THE LOCATIONS OF EXISTING WATER MAINS, GAS MAINS, SEWERS, ELECTRIC POWER LINES, TELEPHONE LINES
AND OTHER UTILITIES AS SHOWN ON THE PLANS ARE BASED ON CAREFUL FIELD INVESTIGATION AND THE
BEST INFORMATION AVAILABLE, BUT THEY ARE NOT GUARANTEED. UNLESS ELEVATIONS ARE SHOWN---ALL
UTILITY LOCATIONS SHOWN ON THE CROSS SECTIONS ARE BASED ON THE APPROXIMATE DEPTH SUPPLIED

BY THE UTILITY COMPANY. IT SHALL BE THE CONTRACTOR'S RESPONSABILITY TQ ASCERTAIN THEIR

EXACT LOCATION FROM THE UTILITY COMPANIES AND BY FIELD INSPECTION.

26, CLEARING

AT LOCATIONS WHERE CLEARING IS INDICATED ON THE PLANS BEYOND THE LIMITS OF THE PROPOSED EXCAVATION
OR EMBANKMENT, THE CONTRACTOR SHALL RESTORE THE DISTURBED EARTH BY BLADING AND SHAPING TO BLEND
WITH THE ADJACENT GROUND. THE CLEARING WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN
THE COST OF THE EXCAVATION PAY ITEMS IN THE PLANS. PAYMENT FOR RESEEDING OR RESODDING WILL BE AS
PROVIDED IN THE PLANS.

27. SEEDING-SIDESLOPE RIPPING

ALL SLOPES STEEPER THAN 3 TO 1 AND OVER 15 FT. (45 M) IN HEIGHT SHALL BE RIPPED. THIS SHALL CONSIST
OF RIPPING BETWEEN 18 INCHES TO 24 INCHES (450 MM TO 600 MM) DEEP NORMAL TO THE SLOPE. THE INTERVAL
OF RIPPING ALONG THE SLOPE SHALL BE 12 FT. (3.6 M) THIS WORK SHALL BE DONE AFTER THE SEED BED HAS
BEEN PREPARED BUT BEFORE ANY FERTILIZER OR SEED HAS BEEN APPLIED. THE FERTILIZER AND SEED SHALL BE
APPLIED WITHIN A 24-HOUR PERIOD AFTER THE RIPPING HAS BEEN DONE. THIS WORK WILL NOT BE PAID FOR
SEPARATELY BUT WILL BE INCLUDED IN THE COST OF THE VARIOUS ITEMS OF SEEDING INVOLVED.

28. BUTT JOINT CUTTING TIME RESTRICTIO

BUTT JOINTS SHALL NOT BE MILLED MORE THAN THREE (3) DAYS PRIOR TO PLACEMENT OF THE HMA SURFACE
COURSE.

29. WORK ON THIS PROJECT WILL BE IN PROGRESS AT THE SAME TIME AS WORK ON THE FAP 399 IL ROUTE 8
FROM EAST OF SUNRISE AVENUE TO EAST OF BRIARGATE STREET IN EAST PEORIA. WORK ON THESE PROJECTS
SHALL BE SCHEDULED TO KEEP INTERFERENCE BETWEEN ALL THE PROJECTS TO A MINIMUM. THE CONTRACTORS
SHALL INFORM EACH OTHER OF PROGRESS OF THE PROJECTS AND GIVE FAIR WARNING TO THE OTHER
CONTRACTORS WHEN A PROBLEM MIGHT BE ENCOUNTERED.

30. EXCAVATION OF THE PROPOSED STORM SEWER WILL ALSO ENCOUNTER RESTRICTED / UNSUITABLE SOILS
AT TIMES. IT IS RECOMMENDED THAT THE SPOILS FROM THE STORM SEWER EXCAVATION BE WASTED TO
PREVENT RESTRICTED SOILS FROM BEING PLACED WITHIN THE TOP 1 METER OF THE PROPOSED EMBANKMENT,
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